——— WORKSHEETS ——

phys@fcs UK | @

Smarter practice. Stronger understanding ATTEMPT CHECK CORRECT IMPROVE

Loudspeakers microphones and electromagnetic devices

AQA GCSE Separate Physics 8463 only | Higher tier only | Paper 2
23 parts | 44 marks | Estimated/untrialled 35—40 min independent +15-20 review

Specification points covered

4.7.2.4 ] 4.7.3.3: moving-coil loudspeakers, headphones and microphones (Separate Higher only)
4.7.2.2/4.7.3.1: motor force and direction; induced potential difference and current (selected content)
4.6.1.2: period and frequency from current traces (supporting skill; selected content)

A railway-station designer tests a public-address system on a low-level workshop bench: moving-coil microphone,
amplifier and loudspeaker. Diagnose each stage using the correct electromagnetic mechanism.

Use F =B I {and f=1/T. For force calculations use current in A, active wire length in m and perpendicular field.
Convert ms to s. Each test uses the stated conditions; do not infer cone position or velocity from current alone.
1 Checking the conversion chains

The microphone detects the announcer’s voice. The amplifier provides a varying current to the loudspeaker. The tests
below use moving-coil devices, not capacitor microphones.

1(a) Name the principal electromagnetic effect used when the amplifier drives the loudspeaker. [1 mark]

1(b) Name the principal effect that produces the moving-coil microphone’s electrical signal. [1 mark]

1(c) In atest, a steady current gives a click and the cone then settles at a displaced position. Explain why this
does not produce a continuous sound wave. [2 marks]
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2 Forces in the loudspeaker

Figure 1 shows two separate local cross-sections of active conductors in one loudspeaker coil, not a complete device.
Dot = current out of the page; cross = into the page. The upper section has an upward local field; the lower section has
a downward local field.
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Figure 1

2(a) Use Fleming'’s left-hand rule and the supplied local field directions to state the force direction on each of the
upper and lower conductor sections in Figure 1. [2 marks]

2(b) Both current directions are reversed while the magnet stays fixed. State the new direction of the resultant
magnetic force on the coil. [1 mark]

2(c) Explain how a continuously alternating current in the coil produces a sound wave. Include the coil’s
magnetic field, the force and the attached cone. [4 marks]
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3 Choosing an active coil

In this separate calculation model the active wire is perpendicular to a uniform 0.40 T field. Active length is 2.5 m
unless a different coil is stated. Count only wire in the field; do not measure lengths from Figure 1.

3(a) The peak current is 80 mA. Calculate the peak magnetic force on the 2.5 m active wire. [2 marks]

3(b) The same 2.5 m coil needs a peak force of 0.12 N. Calculate the required peak currentin A. [2 marks]

3(c) At 0.080 A in the same field, coil X has 3.0 m active wire and coil Y has 3.5 m. The design needs at least
0.10 N peak force. Calculate each force and choose a coil. Show your working. [3 marks]

3(d) A technician substitutes the coil’s full 6.0 m wire length even though only 2.5 m is in the field. Explain the
error in this model. [1 mark]
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4 Testing the microphone

The station’s dynamic microphone has a flexible diaphragm attached to a light coil in a fixed permanent-magnet field.
Its input circuit is complete unless stated otherwise. Pressure changes make the diaphragm and attached coil vibrate
back and forth.

4(a) Explain how the sound at the microphone creates an alternating electrical signal in its complete input circuit.
Include the diaphragm, the coil, induced potential difference and current. [4 marks]

4(b) The diaphragm and coil are held stationary in the unchanged magnet field. What happens to the sound-
generated signal? Give a reason. [1 mark]

4(c) The caoil still vibrates, but a broken lead opens the circuit. State whether a potential difference can still be
induced and whether current flows. [2 marks]

4(d) Atthe same sound frequency, the diaphragm’s vibration amplitude increases. Explain why this can increase
the peak induced potential difference. [2 marks]

4(e) The magnet’s polarity is reversed but the coil repeats exactly the same motion. State the change to the
induced signal’s polarity. [1 mark]

4(f) A spare moving-coil loudspeaker is disconnected from the amplifier and connected to a recorder. Sound
makes its cone and coil vibrate. Explain why it can act as a moving-coil microphone. [2 marks]

Continue your physics journey

Videos, practice and support for your next step
www.physicsuk.co.uk




PhysicsUK worksheet

5 Reading the drive signals

Figure 2 shows two separate drive tests with the same loudspeaker, field and active length. For these graphs, define
positive current as giving a rightward magnetic force. For (d), assume a linear response at this fixed frequency: a
greater force amplitude gives greater cone-vibration amplitude.
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Figure 2
5(a) State the peak current magnitude for trace A and for trace B. [1 mark]

5(b) Determine the period of trace A and calculate its frequency. Use f = 1/T. [2 marks]

5(c) For trace A at 1.5 ms, calculate the magnetic force magnitude using B = 0.40 T and active length 2.5 m, and
state its direction. [2 marks]

5(d) Under the stated fixed-frequency linear-response assumption, compare the loudness and pitch when the
drive changes from A to B. Link your answer to the traces. [2 marks]
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6 Diagnosing the station system

An isolated speaker bench test gives the correct alternating microphone signal at the amplifier input and the expected
alternating current at the speaker coil. The cone is physically jammed and cannot vibrate. These are test observations,
not instructions to work on a live station system.

6(a) Explain why the jammed cone can make the speaker silent even though the measured alternating coil
current is correct. Identify the stage at fault. [2 marks]

6(b) After the jam is removed, the two speaker leads are swapped. Explain why reversed leads alone would not
normally make this single isolated speaker silent. [2 marks]

6(c) A replacement headset uses a small moving-coil earpiece. An engineer calls its principal effect “the
generator effect” because it contains a coil and magnet. Correct the explanation for normal driven use. [2 marks]

Review: driven loudspeaker/headphone = motor effect; moving-coil microphone = generator effect. Name the vibrating part,
relative field motion and induced potential difference. Current needs a complete circuit. Force direction is not automatically
velocity direction.
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