
 

 

 

Sound ultrasound and seismic exploration 
AQA GCSE Separate Physics 8463 | Higher tier only | Paper 2 

Suggested: 35–40 minutes +15–20 review | 28 parts | 50 marks 

Specification points covered 

4.6.1.2: wave speed, frequency and wavelength; sound crossing between media 

4.6.1.4: sound, vibrations in solids and limits of human hearing 

4.6.1.5: ultrasound, echo sounding and P/S-wave evidence for hidden structures 

  
A coastal-tunnel team checks a flooded access shaft, steel inspection plates and hidden geological layers. You will 

interpret echoes and choose suitable wave methods. The team also compares its layered model with the evidence 

used to study the Earth’s core. 

Complete all sections after teaching. This whole sheet is Separate Physics Higher; the supporting wave-speed skills 

are not all Higher-only in isolation. Show working. Use distance travelled = speed × time and v = fλ. 1 µs = 0.000001 s; 

1 MHz = 1000000 Hz. Echo times include the outward and return journey unless stated otherwise. 

1  Hearing sound during the inspection 

The workers use an audible warning and a high-frequency inspection probe. The probe can detect waves that a person 

cannot hear. 

1(a)  State the approximate frequency range of normal human hearing.  [1 mark] 

 
  
1(b)  The probe emits 38 kHz waves. Explain why a person with normal hearing cannot hear this signal, even 

though a detector records it.  [2 marks] 

 

 

 
  
1(c)  A worker taps a steel plate and another worker hears the sound through air. Describe the two vibration 

stages that lead to hearing.  [2 marks] 
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2  Accounting for the return journey 

The team uses echoes in air, in water and in steel. Figure 1 is a cross-section of the steel plate used later; d is the 

internal-gap depth and H is the plate thickness. It is not to scale. Assume straight out-and-back paths and ignore 

instrument delays in this section. 

 
Figure 1 

2(a)  An audible pulse returns from a flat tunnel wall 0.20 s after it is sent. The sound speed is 340 m s−1. 

Calculate the one-way distance to the wall.  [2 marks] 

 
  
2(b)  An underwater sound pulse returns from the shaft floor after 0.016 s. Speed in the water is 1500 m s−1. 

Calculate the water depth below the probe.  [2 marks] 

 
  
2(c)  At another position the water depth below the probe is 9.0 m. Calculate the time between sending a pulse 

and receiving its floor echo. Use 1500 m s−1.  [2 marks] 

 
  
2(d)  The plate in Figure 1 has H = 0.120 m. Calculate the out-and-back time to its back face, in microseconds. 

Speed in steel is 6000 m s−1.  [2 marks] 
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3  Interpreting the plate echo trace 

Figure 2 shows the Figure 1 plate: S is the sent pulse, C the internal steel–air boundary echo, and B the back-face 

echo. The display has an offset: use peak-time differences. Speed in steel is 6000 m s−1. Ignore multiple echoes. Pulse 

shapes are schematic; width and height must not be used to infer flaw size. 

 
Figure 2 

3(a)  Read the peak times of S and C, then determine the elapsed time for the internal-gap echo.  [1 mark] 

 
  
3(b)  Convert that elapsed time into seconds.  [1 mark] 

 
  
3(c)  Calculate d, the depth of the internal reflecting boundary below the probe face.  [2 marks] 

 
  
3(d)  Use the B echo to check the plate thickness H. Show how you account for the display offset.  [2 marks] 

 
  
3(e)  Explain how a back-face echo can still be received when some ultrasound is reflected at the internal 

boundary.  [1 mark] 
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4  Choosing the inspection probe 

Table 1 gives stated performance limits for two probes in this steel. These are supplied test data, not universal 

resolution rules. Speed is 6000 m s−1. Minimum separation means the smallest gap between two reflecting boundaries 

that gives distinguishable echoes. Higher-frequency waves are more strongly absorbed in this test material. 

Table 1 

Probe Frequency / MHz Minimum separation / mm Maximum usable depth / mm 

P 2.0 3.0 200 

Q 4.0 1.5 100 
  
4(a)  Convert Probe P’s frequency to hertz.  [1 mark] 

 
  
4(b)  Calculate the wavelength in steel for Probe P, in metres.  [1 mark] 

 
  
4(c)  Calculate the wavelength in steel for Probe Q. Give the answer in millimetres.  [2 marks] 

 
  
4(d)  Two reflecting boundaries are 2.0 mm apart at a depth of 80 mm. Which probe meets both stated 

requirements? Justify using Table 1.  [2 marks] 

 

 

 
  
4(e)  The same 2.0 mm separation occurs at a depth of 160 mm. Explain why neither listed probe meets both 

requirements.  [2 marks] 

 

 

 
  
4(f)  A sound wave passes from water into steel. Its frequency is unchanged and its speed increases. Explain 

how its wavelength changes.  [2 marks] 
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5  Interpreting P and S waves 

Figure 3 shows only transmitted paths through a layered model; reflected paths are omitted. Both waves approach the 

boundaries normally. Measurements reliably show P transmitted through X but no S transmitted through X. For (b), 

assume detector failure and excessive absorption have been ruled out. This is not a literal map of the Earth. 

 
Figure 3 

5(a)  State the wave type of P-waves and the wave type of S-waves.  [2 marks] 

 

 
  
5(b)  Infer whether Layer X is solid or liquid in this model. Explain using the transmitted-wave evidence.  
[2 marks] 

 

 

 
  
5(c)  A P-wave in a different test meets a boundary at an angle to the normal and changes speed. Name the 

effect on its path and explain the cause.  [2 marks] 

 

 

 
  
5(d)  Explain how S-wave records provide evidence that the Earth’s outer core is liquid.  [2 marks] 

 

 

 
  
5(e)  A trainee says neither P-waves nor S-waves can pass through the outer core. Correct the claim and explain 

what can happen to P-wave paths.  [2 marks] 
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6  Evaluating hidden-structure evidence 

The team must explain what its records establish and what still needs checking. Consider the stated wave behaviour, 

not just whether a single signal appears on a screen. 

6(a)  A plate test gives no identified flaw echo. Give two reasons, other than the plate having no flaw, why this 

could happen.  [2 marks] 

 

 

 
  
6(b)  Describe how the team could use an ultrasound probe and its time display to determine the depth of a 

hidden steel boundary. The wave speed in the steel is known.  [3 marks] 

 

 

 

 

 
  
6(c)  Use the supplied probe information to explain one advantage and one limitation of increasing inspection 

frequency.  [2 marks] 

 

 

 
  
6(d)  At one geological detector, no S signal is recorded. A trainee immediately claims a liquid layer has been 

proved. Explain why more evidence is needed.  [2 marks] 

 

 

 

 
  
6(e)  Why is a worldwide network of seismic records more useful than one detector when estimating the extent of 

the Earth’s core?  [1 mark] 

 

 

 
Review: identify the reflecting boundary, subtract the sent-pulse time, and distinguish total travel distance from one-way 

depth. 


