
 

 

 

Transformers turns ratio and efficiency 
AQA GCSE Separate Physics 8463 | Higher only | Paper 2 with supporting Paper 1 skills 

Suggested: 35–40 minutes + 15–20 review | 28 parts | 46 marks 

Specification points covered 

4.7.3.4: transformer construction, operation, turns ratio and ideal power transfer 

4.2.4.1: electrical power P = VI and heating power P = I2R 

4.2.4.3: transformers and efficient transmission in the National Grid 

4.1.2.2: efficiency from useful output power and total input power 

  
A solar-powered field laboratory uses a battery and inverter to supply an instrument through a transformer. The inverter 

provides 48 V a.c. to the main transformer. You will select coil turns and check power, efficiency and current limits. 

Inverter losses are outside the transformer calculations. 

Complete all sections. Show working and units. Use Vp/Vs = np/ns, P = VI and efficiency = useful power output/total 

power input. For a stated IDEAL transformer only, VpIp = VsIs. Subscripts p and s mean primary and secondary. For the 

supplied a.c. readings use P = VI. Diagrams are schematic; use stated turn numbers. 

1  How the laboratory supply works 

The battery supplies steady d.c. The inverter changes this to a.c. The transformer has insulated primary and secondary 

coils on a shared magnetic core. During normal use the secondary circuit is completed by the instrument. 

1(a)  Name the magnetic material normally used for a basic transformer core. [1 mark] 

 
  
1(b)  State the property of this material that makes it suitable for the core. [1 mark] 

 
  
1(c)  Explain why the inverter must supply an alternating current to the primary rather than a steady direct current 

for continuous transformer operation. [3 marks] 

 

 

 

 

 
  
1(d)  A trainee says, “The primary current passes through the iron into the secondary.” Explain why this is not 

how the instrument receives power. [2 marks] 
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2  Selecting the coil turns 

Figure 1 represents the main transformer. Its primary has 800 turns and is connected across 48 V a.c.; its secondary 

has 200 turns. The inverter and instrument are not drawn. Each pair of terminals connects only to its own external 

circuit. Winding counts in the drawing are schematic. Use the turns-ratio model for each separate trial. 

 
Figure 1 

2(a)  Calculate the main transformer’s secondary p.d. and state whether it is step-up or step-down. [2 marks] 

 
  
2(b)  The same 48 V supply and 800-turn primary must now provide 24 V. Calculate the required secondary turn 

number. [1 mark] 

 
  
2(c)  A calibration module has 360 primary turns and 90 secondary turns. Its secondary p.d. is 9.0 V. Calculate 

the primary p.d. [1 mark] 
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2  Selecting the coil turns continued 

These are separate coil-design trials. Use each question’s own voltages and turn numbers. 

2(d)  Another module has primary p.d. 60 V, secondary p.d. 15 V and 120 secondary turns. Calculate the primary 

turn number. [1 mark] 

 
  
2(e)  A 9.0 V sensor is supplied from 48 V using an 800-turn primary. Calculate the required secondary turn 

number. [1 mark] 

 
  
2(f)  For the main 800-turn/200-turn transformer, a pupil calculates Vs = 48 × 800/200 = 192 V. Explain the ratio 

error and give the correct result. [2 marks] 
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3  Checking an ideal power model 

Every transformer in this section is IDEAL: electrical power input equals electrical power output. Unless a question 

gives new conditions, the primary p.d. is 48 V and the secondary p.d. is 12 V. The instrument completes the secondary 

circuit. 

3(a)  The 12 V instrument draws 4.0 A from the secondary. Calculate its electrical power input. [1 mark] 

 
  
3(b)  For that 48 W output, calculate the current drawn from the 48 V primary supply by an ideal 

transformer. [1 mark] 

 
  
3(c)  The load now draws 5.0 A at 12 V. Calculate the ideal primary current at 48 V. [1 mark] 

 
  
3(d)  For a fixed 60 W output, the secondary p.d. is increased from 12 V to 24 V. Calculate the new secondary 

current and explain why it is lower. [2 marks] 

 

 

 
  
3(e)  The secondary turn number of the main transformer is doubled, with primary conditions unchanged. If the 

output power is still 60 W, state the new secondary p.d. and current. [2 marks] 

 
  
3(f)  An ideal module has 800 primary turns, 100 secondary turns and a 48 V primary drawing 0.75 A. Calculate 

the secondary current, showing the intermediate voltage and power. [3 marks] 
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4  Testing real transformers 

Table 1 gives steady loaded readings for two REAL units at the transformer terminals. Useful output power is the 

electrical power supplied to the instrument. Use P = VI for these readings. The instrument needs 60 W at 12 V. 

Table 1 

Unit Vp / V Ip / A Vs / V Is / A 

Real A 48 1.50 12 5.00 

Real B 48 1.25 12 4.50 
  
4(a)  Calculate the electrical power input to real unit A. [1 mark] 

 
  
4(b)  Calculate the useful electrical power output from real unit A. [1 mark] 

 
  
4(c)  Calculate unit A’s efficiency as a decimal and as a percentage. [2 marks] 

 
  
4(d)  Calculate the rate of unwanted energy transfer in unit A. Include the unit. [1 mark] 

 
  
4(e)  An ideal model predicted a primary current of 1.25 A for the same 60 W output. Why does real unit A draw 

1.50 A instead? [1 mark] 

 

 

 
  
4(f)  Calculate unit B’s efficiency. A trainee chooses B because it is more efficient than A. Use its output power to 

decide whether it meets the instrument’s 60 W requirement at the recorded operating point. [3 marks] 
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5  Making the final design decision 

The main supply is 48 V a.c. and its primary-current limit is 1.40 A. The instrument needs 60 W at 12 V. A proposed 

replacement transformer is 96% efficient at this output. Check only the stated electrical criteria, not full engineering 

safety. 

5(a)  A backup inverter supplies 36 V to a 900-turn primary. Choose a secondary of 150, 300 or 600 turns to 

supply 12 V. Show the ratio calculation. [1 mark] 

 
  
5(b)  Return to the main 48 V supply and 60 W output. Calculate the ideal primary current and decide whether it 

is below the 1.40 A limit. [2 marks] 

 
  
5(c)  Does REAL unit A in Table 1 meet that same current limit? Justify your answer using its measured 

current. [1 mark] 

 

 
  
5(d)  The proposed replacement delivers 60 W at 96% efficiency. Calculate its input power and primary current at 

48 V, then decide whether it meets the limit. [3 marks] 

 
  
5(e)  The lab models a remote supply with 60 W ENTERING a cable. Compare a 48 V and a 240 V transmission 

p.d. Calculate the current in each case, using P = VI. [2 marks] 

 
  
5(f)  The total cable resistance is 2.0 Ω in each case. Use P = I2R to calculate the heating loss at each 

transmission p.d., then relate the comparison to the National Grid. [3 marks] 

 

 

 
Review: check one ratio direction, one primary current and one statement distinguishing an ideal transformer from a real one. 


